ML, AnshanZhongjda Industry Co.,Ltd.

Material: Aluminum (6063-T5)

Length: 6.01M

Weight: 4.3kg/m

Finish: Anodizing

Moment of Inertia: LX:122.30cm4 LY:32.60cm4
Section Modulus: ZX:28.60cm3 ZY:14.30cm3

Material: Aluminum (6063-T5) 9
Length: 6.01M

Weight: 3.6kg/m

Finish: Anodizing

Moment of Inertia: LX:112.10cm4 LY:29.70cm4
Section Modulus: zx:24.60cm3 ZY:12.30cm3

Material: Aluminum (6063-T5)

Length: 6.01M

Weight: 3.2kg/m

Finish: Anodizing

Moment of Inertia: LX:103.15cm4 LY:26.60cm4
Section Modulus: ZX:22.40em3 2Y:11.20cm3

Material: Aluminum (6063-T5)
Length: 6.01M

Weight: 3.2kg/m

Finish: Anodizing

Moment of Inertia: LX:103.15cm4 LY:26.60cmd
Section Modulus: zx:22.40cm3 2Y:11.20cm3




ML, AnshanZhongjda Industry Co.,Ltd.

. ZJD-8-6090

2 Material: Aluminum (6063-T5)
Material: Aluminum (6063=T5) Length: 6.01M
Length: 6.01M Weight: 4.4kg/m

Finish: Anodizing
Moment of Inertia:LX:122.30cm4 LY:32.60cm4
Section Modulus: zX:28.60cm3 ZY:14.30cm3

Weight: 2.92kg/m @
Finish: Anodizing -
Moment of Inertia: LX:103.15ecm4 LY:26.60cm4
Section Modulus: 2ZX:22.40cm3  ZY:11.20cm3
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Z)D-8-60120A %

ZJD-8-60120

Material: Aluminum (6063-T5)

Length: 6.01M

Weight: 6.2kg/m

Finish: Anodizing

Moment of Inertia:LX:9.70cm4 LY:9.70cm4
Section Modulus: zx:5.10cm3 zY:5.10ecm3

Material: Aluminum (6063-T5)

Length: 6.01M

Weight: 5.7kg/m

Finish: Anodizing

Moment of InertiaLX:103.15cm4 LY:26.60cm4
Section Modulus: ZX:22.40em3 2¥:11.20cm3
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Material: Aluminum (6063-T5) @

Length: 6.01M
Weight: 4.5kg/m
Finish: Anodizing

Z)JD-10-6060A

Moment of Inertia: LX:48.6cm4 LY:26.60cm4

Section Modulus:

ZIX:22.40cm3 Z¥:11.20cm3

Material: Aluminum (6063-T5)

Length: 6.01M
Weight: 6.54 kg/m
Finish: Anodizing
Moment of Inertia
Section Modulus:

Z)D-12-6060

e
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ﬁm Material: Aluminum (6063-T5)

Length: 6.01M

Weight: 2.8kg/m
Finish: Anodizing

""v;:; Moment of Inertia: LX:122.30cm4 LY:32.60cm4
Section Modulus: ZX:28.60cm3 ZY:14,30cm3

Z)D-8-8080

PLX:103.15emd4 LY :26.60cm4
Z¥:22.40cm3 ZY:11.20cm3

Material: Aluminum (6063-T5)
Length: 6.01M

Weight: 5.8kg/m

Finish: Anodizing

Moment of Inertia:LX:130.10cm4 LY:130.10cm4
Section Modulus: ZX:32.10cm3 ZY:32.10cm3




